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OPTEX FA Co., Ltd.
Aug., 2010
Before Starting
The contents of this manual is explanation of how to use Bar Code Table Editor software for MVS-D.
Please store this manual handy so that you can refer quickly.
Please read this manual carefully so that you can use the software correctly.

Caution
A) The contents of this manual is subject to change without any notice.

B) We make this manual very carefully though, please let us know when you found any errors and things to be changed.
C) Please note that OPTEX FA CO., LTD. won’t be responsible to the result comes from this manual and the software regardless to B).
D) Copy right is reserved and protected by laws and treaties in the countries.
· WindowsXP and Excel are trade mark of Microsoft USA.

· Other name of companies and name of products are trade mark of those companies.
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Files needed for this manual
Please make sure that you have following files before start.
· MVS-D Bar Code Table Editor manual.pdf  (This file)
· MVS-D Bar Code Table Editor assist soft.xls
･･･････････1.
· OCRBarCodeTable.exe



･･･････････2.
Bar Code Table in MVS-D
MVS-D has 2 tables of bar code data for reference.
<Structure of the table>

Table 1 is set through Touchscreen.
Table 2 is set through PC.
Reference is done with Table 1 firstly
and then with Table 2.
If there is no data matches with,
MVS-D won’t output.
Note
　If the data exported from “MVS-D Bar Code Table Editor assist soft.xls” is stored into MVS-D, 512th data is set as that matches with any codes so when there is no data matches, it outputs what is set at 512th setup.
Procedure
1. Make a Table data by “MVS-D Bar Code Table Editor assist soft.xls” and export CSV file.
2. Open the CSV file by “OCRBarCodeTable.exe” and store to MVS-D.
Making Bar Code Table
Open “MVS-D Bar Code Table Editor assist soft.xls”. 
Caution  Open this file upper version of Excel 2002.
  Activate MACRO when open it.
How to use “MVS-D Bar Code Table Editor assist soft.xls”
Open the file then you will see following screen.
Input code and parameters and click “Export CVS file” button to get CVS file.
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a. Click this button to export CSV file
b. By setting this as “X”, MVS-D outputs through expanse output depends on verification result of the Bar Code. 
c. Click this button to initialize the screen.
d. Use the sheet “For Edit” normally. Please don’t’ use the sheet “Original”. There is simple explanation on the sheet “Instruction”.
e. Light yellow cells are available to edit.
Items of the Table
There are 512 row for 512 setup in the Table. One action is set for one row.
<Row B: Bar Code readout>
Input the Code to read by the Bar Code reader.
“?” is the wild card.
When the actual Code is longer than the Code at Row B, extra codes will be neglected.
Example
	Row B
	Actual Code
	Result

	12345
	12345
	OK

	12345
	12344
	NG

	12345
	123456
	OK

	1234?
	12344
	OK

	?234?
	32344
	OK


<Row C: Comment>
This comment is just for your reference not to be sent to MVS-D.
<Row D~O: Setup 1~3>
You can put up to 3 setup parameters.
You can’t set parameters to same Head/Bank/Window.
<Row G, K, O: OCR string to verify>
You can set string or part of Bar Code readout.
When you set part of Bar Code readout, please double click the cell and put 2 number to clip out string from the actual Bar Code readout.
<Row P: Custom>
This is for inputting OCR string directly. Please set “X”. Then, you can set only column G.
<Row Q~V: Output at block terminal>
These are used for OK/NG output control at block terminal with Bar Code verification without MVS-OCR connected. If there is MVS-OCR connected, the setup will be neglected and OK/NG output will be done by MVS-OCR.
<Row W~AP: Expanse output at 50pin connector>
These are used for expanse output control at 50 pin connector.

D4セルの「拡張出力端子を使用する」が「●」の時のみ有効です。

「○」時はMVS-OCRの設定に従って拡張出力が動作します。

When bar code reading gets error
When there is no data that matches to, MVS-D refers the setup at column 9.

Storing setup parameter to MVS controller
Please use “OCRBarCodeTable.exe” to store the data into the controller.







a. File access
b. Search word in the Table
c. Upload/Download the Table data into/from MVS-D

d. Change layout of windows of Table
e. Show version information
f. Icons used offten
g. Table
h. Show help of the part at the cursor
i. Show condition of the software and communication
j. Open OPTEX-FA homepage by double click
Utilize the file exported by “MVS-D Bar Code Table Editor assist soft.xls”
1. Open the CSV file that exported by “MVS-D Bar Code Table Editor assist soft.xls”.
Note
You can download the table from MVS-D and modify on this software.
2. Set the port as USB or COMX that MVS-D is connected.
3. Upload the Table data into MVS-D.
Appendix
MVS-D command list
Following is command list that you can control MVS-D with.

Open “MVS-D Bar Code Table Editor assist soft.xls” and set row P as “X” then, you can edit “OCR string to verify” directly.
“OCRBarCodeTable.exe” shows this string with command.
Format
Format: AB…BC…C
A: Control command (1 character)

B…B: Command parameter (1~4 character, depends on the command)
C…C: String to send
1.  Specify camera head number (default: 1+2+3)
Format: &A


A: Head number (1 character as follows)
	Head number
	Command parameter A

	　1
	　6

	　2
	　5

	　3
	　3

	　1+2
	　4

	　1+3
	　2

	　2+3
	　1

	　1+2+3
	　0


2. Specify Bank number
Format: !A
A: Bank number (1 character as Appendix A)
3. Specify inspection window number (default: 1)
Format: “A


A: Window number (1 character)
4. Transfer the Bar Code data to camera head
Format: #AB


A: Start position (1 character as Appendix A)


B: Stop position (1 character as Appendix A)
5.   Specify how to control output of terminal block
Format: $A


A: Output of terminal block (1 character as follows)
           ** When camera is connected, the outputs are result of the camera.


[image: image2.emf]NG３ OK3 NG2 OK2 NG1 OK1 NG３ OK3 NG2 OK2 NG1 OK1

0 off off off off off off P ON off off off off off

1 off off off off off ON Q ON off off off off ON

2 off off off off ON off R ON off off off ON off

3 off off off off ON ON S ON off off off ON ON

4 off off off ON off off T ON off off ON off off

5 off off off ON off ON U ON off off ON off ON

6 off off off ON ON off V ON off off ON ON off

7 off off off ON ON ON W ON off off ON ON ON

8 off off ON off off off X ON off ON off off off

9 off off ON off off ON Y ON off ON off off ON

： off off ON off ON off Z ON off ON off ON off

； off off ON off ON ON [ ON off ON off ON ON

< off off ON ON off off | ON off ON ON off off

= off off ON ON off ON ] ON off ON ON off ON

> off off ON ON ON off ^ ON off ON ON ON off

? off off ON ON ON ON _ ON off ON ON ON ON

@ off ON off off off off ` ON ON off off off off

A off ON off off off ON a ON ON off off off ON

B off ON off off ON off b ON ON off off ON off

C off ON off off ON ON c ON ON off off ON ON

D off ON off ON off off d ON ON off ON off off

E off ON off ON off ON e ON ON off ON off ON

F off ON off ON ON off f ON ON off ON ON off

G off ON off ON ON ON g ON ON off ON ON ON

H off ON ON off off off h ON ON ON off off off

I off ON ON off off ON i ON ON ON off off ON

J off ON ON off ON off j ON ON ON off ON off

K off ON ON off ON ON k ON ON ON off ON ON

L off ON ON ON off off l ON ON ON ON off off

M off ON ON ON off ON m ON ON ON ON off ON

N off ON ON ON ON off n ON ON ON ON ON off

O off ON ON ON ON ON o ON ON ON ON ON ON

Character

to set

Character

to set

Output of Terminal block Output of Terminal block


6.   Specify how to control expanse output (50 pin connector)
Format: %ABCD


A: Character for EY1~5 (as follows)


B: Character for EY6~10 (as follows)


C: Character for EY11~15 (as follows)


D: Character for EY16~20 (as follows)
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0 off off off off off

1 off off off off ON

2 off off off ON off

3 off off off ON ON

4 off off ON off off

5 off off ON off ON

6 off off ON ON off

7 off off ON ON ON

8 off ON off off off

9 off ON off off ON

： off ON off ON off

； off ON off ON ON

< off ON ON off off

= off ON ON off ON

> off ON ON ON off

? off ON ON ON ON

@ ON off off off off

A ON off off off ON

B ON off off ON off

C ON off off ON ON

D ON off ON off off

E ON off ON off ON

F ON off ON ON off

G ON off ON ON ON

H ON ON off off off

I ON ON off off ON

J ON ON off ON off

K ON ON off ON ON

L ON ON ON off off

M ON ON ON off ON

N ON ON ON ON off

O ON ON ON ON ON

Expanse output

Character

to set


Appendix A: Character reference for Bank number and Clipping string out
	文字数
	送信文字
	
	文字数
	送信文字
	
	文字数
	送信文字
	
	文字数
	送信文字

	　1
	　1
	
	　18
	　B
	
	　35
	　S
	
	　52
	　d

	2
	　2
	
	　19
	　C
	
	　36
	　T
	
	　53
	　e

	3
	　3
	
	　20
	　D
	
	　37
	　U
	
	　54
	　f

	4
	　4
	
	　21
	　E
	
	　38
	　V
	
	　55
	　g

	5
	　5
	
	　22
	　F
	
	　39
	　W
	
	　56
	　h

	6
	　6
	
	　23
	　G
	
	　40
	　X
	
	　57
	　i

	7
	　7
	
	　24
	　H
	
	　41
	　Y
	
	　58
	　j

	8
	　8
	
	　25
	　I
	
	　42
	　Z
	
	　59
	　k

	9
	　9
	
	　26
	　J
	
	　43
	　[
	
	　60
	　l

	10
	　:
	
	　27
	　K
	
	　44
	　|
	
	　61
	　m

	　11
	　;
	
	　28
	　L
	
	　45
	　]
	
	　62
	　n

	　12
	　<
	
	　29
	　M
	
	　46
	　^
	
	　63
	　o

	　13
	　=
	
	　30
	　N
	
	　47
	　_
	
	　64
	　p

	　14
	　>
	
	　31
	O
	
	　48
	　`
	
	　65
	　q

	　15
	　?
	
	　32
	　P
	
	　49
	　a
	
	　66
	　r

	　16
	　@
	
	　33
	　Q
	
	　50
	　b
	
	　67
	　s

	　17
	　A
	
	　34
	　R
	
	　51
	　C
	
	　68
	　t
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_1342954351.xls
設定

		

				MVS-D 設定方法

		１、「ＮＵＭ/ＤＥＬ」を押しながら電源ＯＮで[Bar Code Link]をＯＮにします。														（ヘッドが一台も接続されていない場合、通常電源ＯＮでこの状態になります。）

																この画面で外部入力　Ｔ１２＝ＯＮ、Ｔ１３＝ＯＮになると２、になります。

																（外部より操作でバーコード登録モード）

		２、[Edit bar code Table]

				ＭＶＳ内蔵の１０個の変換テーブルを編集します。														この画面で外部入力　Ｔ１２＝ＯＦＦ、Ｔ１３＝ＯＮになると１、になります。

																		（外部より操作で照合モード）

																内蔵テーブルの番号を選択します。（１～10）

																ＯＣＲに送る文字列を入力します。

																ＯＣＲに送る文字列に対応するバーコードのデータを入力します。

																現在のテーブル番号のデータを削除します。

																内蔵テーブル10個分全てのデータを削除します。

																データを保存し、通常起動に行きます。

				この画面でバーコードを読み込ます事で[Bar Code]が自動で入ります。

				また、ＰＣよりテーブルデータを書き込みしている場合は対応する[String]も自動で入ります。

		３、ＯＣＲ設定

		　　ＯＣＲのフォーマットを「文字列」とします。

																必要な文字数分文字を入力します。（何でもＯＫ）

		　

		例）テーブルＮｏ．１に上記２、のデータが入っている状態で「4946842504848」のバーコードを読み込んだ時

		「ＡＢＣＤＥＦ」がＯＣＲの検査文字列になります。



「照合文字列送信」　OFF＝なし　ON＝あり

「ビデオ画面」　ＦＵＬＬ＝全画面

　　　NORM＝実画面

ＦＵＬＬ＝全画面

NORM＝実画面

バーコードリーダーとのリンク時にＯＮにします。　注：ＯＮの時、旧コマンドではヘッドとのアクセスはできません。

バーコードデータをそのままＯＣＲの文字列に送るか、テーブル参照して送るか、選択します。

[Bar Code Data]で[Table]を選択している時、内蔵テーブルの編集に行きます。



規定

		

				コード表

				20h		30h		40h		50h		60h		70h

		0h		space

		1h		!

		2h		"

		3h		#

		4h		$														MVS-OCR		　１ウインドウ最大２２文字まで全ウインドウ６０文字まで

		5h		%																MVS-OCRの登録可能文字

		6h		&																MVS-OCRの特殊文字

		7h		'																?　どの文字でもＯＫとする

		8h		(																_　フォーマット終了

		9h		)																{　改行（ＯＣＲでは↓と表示）

		Ah		*

		Bh		+										{

		Ch		,										|

		Dh		-										}

		Eh		.										~

		Fh		/										delete

		バーコードデータ																　　　　　　　　　　　ウインドウ切替時のウインドウＮｏ.

		　　　１．ダイレクトの場合						最大２２文字、ウインドウ1固定										　　　　　　　　　　　ダイレクト文字送信での文字数になります。

						と				のコードをそのまま文字列に送ります。

				その他のエリアは対応外です。

		　　　２．テーブルの場合						最大６８文字

				全エリアをテーブル参照のデータとします。データ数最大６８文字

				？		はどのデータでもＯＫとします。

		バーコード変換文字列				（バーコードデータがテーブル時、有効）								　１ウインドウ最大２２文字まで全ウインドウ６０文字まで

						そのまま文字列に送ります。

						そのまま文字列に送ります。ＯＣＲの特殊動作になります。

						バーコード専用の特殊コードになります。

								!に続くコードがバンクＮｏ．になります。（0（バンク０）～Ｏ（バンク31））

						"  以降の文字を送るウインドウＮｏ．を指定します。デフォルトは1.

								"に続くコードがウインドウＮｏ．になります。（１（ウインドウ１）～４（ウインドウ４））

						#  バーコードデータを指定数分、ダイレクトに送ります。

								#に続くコードがｽﾀｰﾄ位置その次のコードがｴﾝﾄﾞ位置。（１（１文字目）～u(６８文字目））

								例）#29		→　バーコードデータの２文字目から９文字目を文字列に送信します。

						$　判定出力を出力します。								注：）ヘッドが接続されている場合、ヘッドの判定出力になります。

								$に続くコードが判定出力。　　　判定出力コード表参照。

						%　拡張出力を出力します。								注：）ヘッドからの拡張出力EY1～62全てが無視されます。

								%に続く１つ目のコードがEY1～EY５、２つ目がEY６～１０、３つ目がEY１１～１５、４つ目がEY１６～２０で出力されます。

								必ず%を含む５文字のデータを指定する事。　　　　拡張出力コード表参照

						& 以降のデータのターゲットヘッドを指定します。　デフォルトは０：ﾍｯﾄﾞ123　

				使用例

		１、バーコードにより、ヘッドのバンクを切り替える

																バーコードの頭文字が０ならバンク０に、１ならバンク１に、２ならバンク２に切替ます。

		2、バーコードにより、文字列をウインドウ１と２に送る

																バーコード40000000001ならウインドウ１に「ＡＢＣ」ウインドウ２に「ＤＥＦ」を

																バーコード40000000002ならウインドウ１に「ＧＨＩ」ウインドウ２に「ＪＫＬ」を

																バーコード40000000003ならウインドウ１に「ＭＮＯ」ウインドウ２に「ＰＱＲ」を送ります。

		３、バーコードの３文字目から８文字目までをそのまま送る。

																何のバーコードでも３文字目から８文字目をウインドウ1に送ります。

		４、バーコードの３文字目から２３文字目をウインドウ１に、２６文字目から４５文字目をウインドウ２に送る。

		５、８桁のバーコードと１３桁のバーコードで文字列を変える。

																13桁の文字なら「ABC」を送る

																８桁の文字なら「ＤＥＦ」を送る。

												注：１３桁のデータを先に持ってくる。　８桁を先にすると１３桁でも８桁存在するため、８桁としてしまう。

		６、バーコードにより、ヘッド別にヘッドのバンクを切り替える

																バーコードの頭文字が０ならヘッド１をバンク０、ヘッド２をバンク１に切替ます。

																バーコードの頭文字が１ならヘッド２３をバンク１、ヘッド１をバンク２に切替ます。

																バーコードの頭文字が２ならヘッド１２３をバンク３に切替ます。

																　　　　　						（デフォルトがﾍｯﾄﾞ123なので&0は省略可）



0

変換文字列

バーコード

!0

1

!1

2

!2

40000000001

変換文字列

バーコード

"1ABC"2DEF

40000000002

"1GHI"2JKL

40000000003

"1MNO"2PQR

?

変換文字列

バーコード

#38

?

変換文字列

バーコード

"1#3G"2#J]

?????????????

変換文字列

バーコード

ABC

????????

DEF

0

変換文字列

バーコード

&6!0&5!1

1

&1!1&6!2

2

!3



判定出力コード表

								判定出力コード表

				Character
to set		Output of Terminal block														Character
to set		Output of Terminal block

						NG３		OK3		NG2		OK2		NG1		OK1						NG３		OK3		NG2		OK2		NG1		OK1

				0		off		off		off		off		off		off				P		ON		off		off		off		off		off

				1		off		off		off		off		off		ON				Q		ON		off		off		off		off		ON

				2		off		off		off		off		ON		off				R		ON		off		off		off		ON		off

				3		off		off		off		off		ON		ON				S		ON		off		off		off		ON		ON

				4		off		off		off		ON		off		off				T		ON		off		off		ON		off		off

				5		off		off		off		ON		off		ON				U		ON		off		off		ON		off		ON

				6		off		off		off		ON		ON		off				V		ON		off		off		ON		ON		off

				7		off		off		off		ON		ON		ON				W		ON		off		off		ON		ON		ON

				8		off		off		ON		off		off		off				X		ON		off		ON		off		off		off

				9		off		off		ON		off		off		ON				Y		ON		off		ON		off		off		ON

				：		off		off		ON		off		ON		off				Z		ON		off		ON		off		ON		off

				；		off		off		ON		off		ON		ON				[		ON		off		ON		off		ON		ON

				<		off		off		ON		ON		off		off				|		ON		off		ON		ON		off		off

				=		off		off		ON		ON		off		ON				]		ON		off		ON		ON		off		ON

				>		off		off		ON		ON		ON		off				^		ON		off		ON		ON		ON		off

				?		off		off		ON		ON		ON		ON				_		ON		off		ON		ON		ON		ON

				@		off		ON		off		off		off		off				`		ON		ON		off		off		off		off

				A		off		ON		off		off		off		ON				a		ON		ON		off		off		off		ON

				B		off		ON		off		off		ON		off				b		ON		ON		off		off		ON		off

				C		off		ON		off		off		ON		ON				c		ON		ON		off		off		ON		ON

				D		off		ON		off		ON		off		off				d		ON		ON		off		ON		off		off

				E		off		ON		off		ON		off		ON				e		ON		ON		off		ON		off		ON

				F		off		ON		off		ON		ON		off				f		ON		ON		off		ON		ON		off

				G		off		ON		off		ON		ON		ON				g		ON		ON		off		ON		ON		ON

				H		off		ON		ON		off		off		off				h		ON		ON		ON		off		off		off

				I		off		ON		ON		off		off		ON				i		ON		ON		ON		off		off		ON

				J		off		ON		ON		off		ON		off				j		ON		ON		ON		off		ON		off

				K		off		ON		ON		off		ON		ON				k		ON		ON		ON		off		ON		ON

				L		off		ON		ON		ON		off		off				l		ON		ON		ON		ON		off		off

				M		off		ON		ON		ON		off		ON				m		ON		ON		ON		ON		off		ON

				N		off		ON		ON		ON		ON		off				n		ON		ON		ON		ON		ON		off

				O		off		ON		ON		ON		ON		ON				o		ON		ON		ON		ON		ON		ON





拡張出力コード表

						拡張出力コード表

						出力

						EY５
EY１０
EY１５
EY２０		EY４
EY９
EY１４
EY１９		EY３
EY８
EY１３
EY１８		EY２
EY７
EY１２
EY１７		EY１
EY６
EY１１
EY１６

				0		off		off		off		off		off		オールOFF

				1		off		off		off		off		on		EY1，６，１１，１６のみ

				2		off		off		off		on		off		EY２，７，１２，１７のみ

				3		off		off		off		on		on

				4		off		off		on		off		off		EY３，８，１３，１８のみ

				5		off		off		on		off		on

				6		off		off		on		on		off

				7		off		off		on		on		on

				8		off		on		off		off		off		EY４，９，１４，１９のみ

				9		off		on		off		off		on

				：		off		on		off		on		off

				；		off		on		off		on		on

				<		off		on		on		off		off

				=		off		on		on		off		on

				>		off		on		on		on		off

				?		off		on		on		on		on

				@		on		off		off		off		off		EY５，１０，１５，２０のみ

				A		on		off		off		off		on

				B		on		off		off		on		off

				C		on		off		off		on		on

				D		on		off		on		off		off

				E		on		off		on		off		on

				F		on		off		on		on		off

				G		on		off		on		on		on

				H		on		on		off		off		off

				I		on		on		off		off		on

				J		on		on		off		on		off

				K		on		on		off		on		on

				L		on		on		on		off		off

				M		on		on		on		off		on

				N		on		on		on		on		off

				O		on		on		on		on		on

				P以降		ヘッド出力にする。

				コード		%????

								EY１６～２０

								EY１１～１５

								EY６～１０

								EY１～５

						１ビットのみONにする使用時例						ヘッド出力に戻す

				ON出力		コード						コード

				EY1		%1000						%P

				EY2		%2000

				EY3		%4000

				EY4		%8000

				EY5		%@000

				EY6		%0100

				EY7		%0200

				EY8		%0400

				EY9		%0800

				EY10		%0@00

				EY11		%0010

				EY12		%0020

				EY13		%0040

				EY14		%0080

				EY15		%00@0

				EY16		%0001

				EY17		%0002

				EY18		%0004

				EY19		%0008

				EY20		%000@



コード　３２パターン
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Testing system memory +GOOD
Testing input and output  :GOOD
[nput and output type NPN

Testing calendar batteries :GOOD

HVS-D Setting
VerifyCharSend NNEEE ON
Video Screen I NORM
Bar Code Link  OFF
Bor Code Dato  DIRECT NN

| Edit Bar Code Table |
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設定

		

				MVS-D 設定方法

		１、「ＮＵＭ/ＤＥＬ」を押しながら電源ＯＮで[Bar Code Link]をＯＮにします。														（ヘッドが一台も接続されていない場合、通常電源ＯＮでこの状態になります。）

																この画面で外部入力　Ｔ１２＝ＯＮ、Ｔ１３＝ＯＮになると２、になります。

																（外部より操作でバーコード登録モード）

		２、[Edit bar code Table]

				ＭＶＳ内蔵の１０個の変換テーブルを編集します。														この画面で外部入力　Ｔ１２＝ＯＦＦ、Ｔ１３＝ＯＮになると１、になります。

																		（外部より操作で照合モード）

																内蔵テーブルの番号を選択します。（１～10）

																ＯＣＲに送る文字列を入力します。

																ＯＣＲに送る文字列に対応するバーコードのデータを入力します。

																現在のテーブル番号のデータを削除します。

																内蔵テーブル10個分全てのデータを削除します。

																データを保存し、通常起動に行きます。

				この画面でバーコードを読み込ます事で[Bar Code]が自動で入ります。

				また、ＰＣよりテーブルデータを書き込みしている場合は対応する[String]も自動で入ります。

		３、ＯＣＲ設定

		　　ＯＣＲのフォーマットを「文字列」とします。

																必要な文字数分文字を入力します。（何でもＯＫ）

		　

		例）テーブルＮｏ．１に上記２、のデータが入っている状態で「4946842504848」のバーコードを読み込んだ時

		「ＡＢＣＤＥＦ」がＯＣＲの検査文字列になります。



「照合文字列送信」　OFF＝なし　ON＝あり

「ビデオ画面」　ＦＵＬＬ＝全画面

　　　NORM＝実画面

ＦＵＬＬ＝全画面

NORM＝実画面

バーコードリーダーとのリンク時にＯＮにします。　注：ＯＮの時、旧コマンドではヘッドとのアクセスはできません。

バーコードデータをそのままＯＣＲの文字列に送るか、テーブル参照して送るか、選択します。

[Bar Code Data]で[Table]を選択している時、内蔵テーブルの編集に行きます。



規定

		

				コード表

				20h		30h		40h		50h		60h		70h

		0h		space

		1h		!

		2h		"

		3h		#

		4h		$														MVS-OCR		　１ウインドウ最大２２文字まで全ウインドウ６０文字まで

		5h		%																MVS-OCRの登録可能文字

		6h		&																MVS-OCRの特殊文字

		7h		'																?　どの文字でもＯＫとする

		8h		(																_　フォーマット終了

		9h		)																{　改行（ＯＣＲでは↓と表示）

		Ah		*

		Bh		+										{

		Ch		,										|

		Dh		-										}

		Eh		.										~

		Fh		/										delete

		バーコードデータ																　　　　　　　　　　　ウインドウ切替時のウインドウＮｏ.

		　　　１．ダイレクトの場合						最大２２文字、ウインドウ1固定										　　　　　　　　　　　ダイレクト文字送信での文字数になります。

						と				のコードをそのまま文字列に送ります。

				その他のエリアは対応外です。

		　　　２．テーブルの場合						最大６８文字

				全エリアをテーブル参照のデータとします。データ数最大６８文字

				？		はどのデータでもＯＫとします。

		バーコード変換文字列				（バーコードデータがテーブル時、有効）								　１ウインドウ最大２２文字まで全ウインドウ６０文字まで

						そのまま文字列に送ります。

						そのまま文字列に送ります。ＯＣＲの特殊動作になります。

						バーコード専用の特殊コードになります。

								!に続くコードがバンクＮｏ．になります。（0（バンク０）～Ｏ（バンク31））

						"  以降の文字を送るウインドウＮｏ．を指定します。デフォルトは1.

								"に続くコードがウインドウＮｏ．になります。（１（ウインドウ１）～４（ウインドウ４））

						#  バーコードデータを指定数分、ダイレクトに送ります。

								#に続くコードがｽﾀｰﾄ位置その次のコードがｴﾝﾄﾞ位置。（１（１文字目）～u(６８文字目））

								例）#29		→　バーコードデータの２文字目から９文字目を文字列に送信します。

						$　判定出力を出力します。								注：）ヘッドが接続されている場合、ヘッドの判定出力になります。

								$に続くコードが判定出力。　　　判定出力コード表参照。

						%　拡張出力を出力します。								注：）ヘッドからの拡張出力EY1～62全てが無視されます。

								%に続く１つ目のコードがEY1～EY５、２つ目がEY６～１０、３つ目がEY１１～１５、４つ目がEY１６～２０で出力されます。

								必ず%を含む５文字のデータを指定する事。　　　　拡張出力コード表参照

						& 以降のデータのターゲットヘッドを指定します。　デフォルトは０：ﾍｯﾄﾞ123　

				使用例

		１、バーコードにより、ヘッドのバンクを切り替える

																バーコードの頭文字が０ならバンク０に、１ならバンク１に、２ならバンク２に切替ます。

		2、バーコードにより、文字列をウインドウ１と２に送る

																バーコード40000000001ならウインドウ１に「ＡＢＣ」ウインドウ２に「ＤＥＦ」を

																バーコード40000000002ならウインドウ１に「ＧＨＩ」ウインドウ２に「ＪＫＬ」を

																バーコード40000000003ならウインドウ１に「ＭＮＯ」ウインドウ２に「ＰＱＲ」を送ります。

		３、バーコードの３文字目から８文字目までをそのまま送る。

																何のバーコードでも３文字目から８文字目をウインドウ1に送ります。

		４、バーコードの３文字目から２３文字目をウインドウ１に、２６文字目から４５文字目をウインドウ２に送る。

		５、８桁のバーコードと１３桁のバーコードで文字列を変える。

																13桁の文字なら「ABC」を送る

																８桁の文字なら「ＤＥＦ」を送る。

												注：１３桁のデータを先に持ってくる。　８桁を先にすると１３桁でも８桁存在するため、８桁としてしまう。

		６、バーコードにより、ヘッド別にヘッドのバンクを切り替える

																バーコードの頭文字が０ならヘッド１をバンク０、ヘッド２をバンク１に切替ます。

																バーコードの頭文字が１ならヘッド２３をバンク１、ヘッド１をバンク２に切替ます。

																バーコードの頭文字が２ならヘッド１２３をバンク３に切替ます。

																　　　　　						（デフォルトがﾍｯﾄﾞ123なので&0は省略可）



0

変換文字列

バーコード

!0

1

!1

2

!2

40000000001

変換文字列

バーコード

"1ABC"2DEF

40000000002

"1GHI"2JKL

40000000003

"1MNO"2PQR

?

変換文字列

バーコード

#38

?

変換文字列

バーコード

"1#3G"2#J]

?????????????

変換文字列

バーコード

ABC

????????

DEF

0

変換文字列

バーコード

&6!0&5!1

1

&1!1&6!2

2

!3



判定出力コード表

								判定出力コード表

				Character
to set		Output of Terminal block														Character
to set		Output of Terminal block

						NG３		OK3		NG2		OK2		NG1		OK1						NG３		OK3		NG2		OK2		NG1		OK1

				0		off		off		off		off		off		off				P		ON		off		off		off		off		off

				1		off		off		off		off		off		ON				Q		ON		off		off		off		off		ON

				2		off		off		off		off		ON		off				R		ON		off		off		off		ON		off

				3		off		off		off		off		ON		ON				S		ON		off		off		off		ON		ON

				4		off		off		off		ON		off		off				T		ON		off		off		ON		off		off

				5		off		off		off		ON		off		ON				U		ON		off		off		ON		off		ON

				6		off		off		off		ON		ON		off				V		ON		off		off		ON		ON		off

				7		off		off		off		ON		ON		ON				W		ON		off		off		ON		ON		ON

				8		off		off		ON		off		off		off				X		ON		off		ON		off		off		off

				9		off		off		ON		off		off		ON				Y		ON		off		ON		off		off		ON

				：		off		off		ON		off		ON		off				Z		ON		off		ON		off		ON		off

				；		off		off		ON		off		ON		ON				[		ON		off		ON		off		ON		ON

				<		off		off		ON		ON		off		off				|		ON		off		ON		ON		off		off

				=		off		off		ON		ON		off		ON				]		ON		off		ON		ON		off		ON

				>		off		off		ON		ON		ON		off				^		ON		off		ON		ON		ON		off

				?		off		off		ON		ON		ON		ON				_		ON		off		ON		ON		ON		ON

				@		off		ON		off		off		off		off				`		ON		ON		off		off		off		off

				A		off		ON		off		off		off		ON				a		ON		ON		off		off		off		ON

				B		off		ON		off		off		ON		off				b		ON		ON		off		off		ON		off

				C		off		ON		off		off		ON		ON				c		ON		ON		off		off		ON		ON

				D		off		ON		off		ON		off		off				d		ON		ON		off		ON		off		off

				E		off		ON		off		ON		off		ON				e		ON		ON		off		ON		off		ON

				F		off		ON		off		ON		ON		off				f		ON		ON		off		ON		ON		off

				G		off		ON		off		ON		ON		ON				g		ON		ON		off		ON		ON		ON

				H		off		ON		ON		off		off		off				h		ON		ON		ON		off		off		off

				I		off		ON		ON		off		off		ON				i		ON		ON		ON		off		off		ON

				J		off		ON		ON		off		ON		off				j		ON		ON		ON		off		ON		off

				K		off		ON		ON		off		ON		ON				k		ON		ON		ON		off		ON		ON

				L		off		ON		ON		ON		off		off				l		ON		ON		ON		ON		off		off

				M		off		ON		ON		ON		off		ON				m		ON		ON		ON		ON		off		ON

				N		off		ON		ON		ON		ON		off				n		ON		ON		ON		ON		ON		off

				O		off		ON		ON		ON		ON		ON				o		ON		ON		ON		ON		ON		ON





拡張出力コード表

						拡張出力コード表

				Character
to set		Expanse output

						EY5, 10, 15, 20		EY4, 9, 14, 19		EY3, 8, 13, 18		EY2, 7, 12, 17		EY1, 6, 11, 16

				0		off		off		off		off		off

				1		off		off		off		off		ON

				2		off		off		off		ON		off

				3		off		off		off		ON		ON

				4		off		off		ON		off		off

				5		off		off		ON		off		ON

				6		off		off		ON		ON		off

				7		off		off		ON		ON		ON

				8		off		ON		off		off		off

				9		off		ON		off		off		ON

				：		off		ON		off		ON		off

				；		off		ON		off		ON		ON

				<		off		ON		ON		off		off

				=		off		ON		ON		off		ON

				>		off		ON		ON		ON		off

				?		off		ON		ON		ON		ON

				@		ON		off		off		off		off

				A		ON		off		off		off		ON

				B		ON		off		off		ON		off

				C		ON		off		off		ON		ON

				D		ON		off		ON		off		off

				E		ON		off		ON		off		ON

				F		ON		off		ON		ON		off

				G		ON		off		ON		ON		ON

				H		ON		ON		off		off		off

				I		ON		ON		off		off		ON

				J		ON		ON		off		ON		off

				K		ON		ON		off		ON		ON

				L		ON		ON		ON		off		off

				M		ON		ON		ON		off		ON

				N		ON		ON		ON		ON		off

				O		ON		ON		ON		ON		ON

						%????

								EY１６～２０

								EY１１～１５

								EY６～１０

								EY１～５

						１ビットのみONにする使用時例						ヘッド出力に戻す

				ON出力		コード						コード

				EY1		%1000						%P

				EY2		%2000

				EY3		%4000

				EY4		%8000

				EY5		%@000

				EY6		%0100

				EY7		%0200

				EY8		%0400

				EY9		%0800

				EY10		%0@00

				EY11		%0010

				EY12		%0020

				EY13		%0040

				EY14		%0080

				EY15		%00@0

				EY16		%0001

				EY17		%0002

				EY18		%0004

				EY19		%0008

				EY20		%000@





= MVS USBIBEY7hIxP V2175 [USB recovery/Seriall 3]

EiEHE

-. /8123456789: ; <=>?@ABC
DEFGHIJKLHNOPQRSTUVUXVZ[
¥1"_ abcdefghi jk mnopars
tuvuxyzl

[/77771707171177777/7-01
s

C9N"9 No. 11 HIFE: NG
13> 7No. © 18R3=100. 0%
BEE 37.6ms
[ElEka) i O
B8 | || | o
D] |No. 1
|G 0 1007







Bar Code Tnble







= MVS USBIB{EY7 b1 V2175 [USB recovery/Seriall 3]

EiEHE

-. /8123456789: ; <=>?@ABC
DEFGHIJKLHNOPQRSTUWXVZ[
¥1"_ abcdefghi jk mnopars
tuvwxyzl
CR//77007000000000007+]
I,
C9N"9 No. 11 HIFE: NG
13> 7No. © 18R3=100.0%
=) 36. 5ms

[ElEka) i O

T3 | |0 | ®x
DYHR| |No. 1
B rE § @ 1007



















V5-D Advanced Controller Version 2.8
Revision date is 2010/87/06-16:47:26-000C

Testing system memory +GOOD
Testing input and output  :GOOD
[nput and output type NPN

Testing calendar batteries :GOOD

HVS-D Setting
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