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AUTHORIZED, MUST INCLUDE GEOMETRIC TOLERANCES
PER ASME Y14.5M-1994

TOLERANCES

UNLESS OTHERWISE

X.X[X.XX]:      ± 0.25[.010]
X.XX[X.XXX]:  ± 0.13[.005]
ANGULAR:    ± .5°
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DIMENSIONS
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THIS DOCUMENT CONTAINS 
INFORMATION PROPRIETARY TO 
COGNEX CORP., NATICK, MA.  
THE INFORMATION IS NOT TO BE 
USED IN ANY WAY, DISCLOSED 
TO OTHERS OR REPRODUCED, 
IN WHOLE OR IN PART, EXCEPT 
AS EXPRESSLY AUTHORIZED BY 
COGNEX.  ANY REPRODUCTION 
OF THIS DOCUMENT IN WHOLE 
OR IN PART, EVEN WHEN 
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NOTES: 
 
1. USE CURRENT REVISION SOLID MODEL FOR PART GEOMETRY. 

SOLID MODEL CONTROLLED BY COGN EX PORTLAND ENGINEERING. 
 
2. FINISH: BLACK ANODIZE 
 
3. ALL MATERIALS, PROCESSES AND FINISHES OF FINAL PRODUCT TO 

COMPLY WITH EU RoHS D IRECTIVE. EACH HOMOGENOUS MATERIAL 
NOT TO EXCEED THE MAXIMUM CONCENTRATION  VALUE (MCV) FOR 
RoHS RESTRICTED MATERIALS: 

 
SUBSTANCE                                                                  RoHS LIMIT: MCV 
 
A. LEAD (Pb)    < 0.10%  = < 1,000PPM
B. MERC URY (Hg)   < 0.10%  = < 1,000PPM
C. HEXAVALENT CHROMIUM (Cr VI)  < 0.10%  = < 1,000PPM
D. CADMIUM (Cd)   < 0.01%  = <   100PPM 
E. POLYBROMIN ATED BIPHENYL (PBB) < 0.10%  = < 1,000PPM
F. POLYBROMATED DIPHENYL ETHER (PBDE) < 0.10%  = < 1,000PPM 
 
VENDOR TO PROVIDE CERTICATE OF COMPLIANCE FOR  ALL 
MATERIALS, PROCESSES AND FINISHES OF FINAL PRODUCT. 

 


