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Supported Cognex Readers Ratings

Model Notes

DataMan 300 2 Inputs, 4 Outputs, RS-232 connection on external 
Dsub 9 pin connector

DataMan 503 Breaks out all 4 inputs and 4 outputs to 
Terminal Blocks

Checker Supports both Job Change and Encoder I/O Modes

See detailed Installation Instructions for configuration of this product to 
specific Cognex Readers.

Power Input Range: 88 ~ 264VAC 
Typical: 1.3A/115VAC 0.8A/230VAC

DC Power Output 24VDC, 1.75A average (42W), 2.2A peak,  
Short circuit and Overload protected

I/O Terminal Blocks Each 24VDC terminal has a 0.20A self resetting fuse

Environment Operating 0 to 40 degrees C, Storage: -10 to 60 
degrees C, 95% RH non-condensing

Weight 2.2 lbs

  
Features

  Connects Directly to Cognex Readers via  
 standard M12 I/O Cable

  Breaks out all the available I/O from the  
 Cognex Reader

  Pluggable Screw Terminal Blocks provided  
 for Reader I/O

  Internal Jumpers for I/O Common power  
 supply connections

  Powers typical system of Reader, Sensors, 
 and External Illumination

  Self contained 24VDC Power Supply

  Standard IEC C14 AC power cord connection

  FCC & UL Certified

Part Numbers:
DMA-CCM-1-US
DMA-CCM-1-EU
DMA-CCM-1-UK
DMA-CCM-1-JP




