Color Area Sensor

Connection with peripheral devices QRTEY ‘ ' Y
Wiring (NPN) and Internal Circuit Wiring (PNP) and Internal Circuit F n C s l EAS series

e o) 12-24VDC (Brown)l e + Brown) oV (Blue)l
Yeonser - [ouBa eonsor . [ou B CVS1 EASY-N10/P10 : 210 - 270 mm
(NPN) (PNP)
B 75 B 75 CVS1 EASY-N20 /P20 : 90 - 150 mm
Bank selection 0 (Orange/Black) Bank selection 0 (Orange/Black)
Bank selection 1 (Yellow/Black) Bank selection 1 (Yellow/Black) CVS1 EASY-N21 / P21 . 31 - 39 mm
N Bank selection 2 (Pink) 15K Photo coupler N S Bank selection 2 (Pink) 15K Photo coupler CVS1 EASY-N4O / P40 50 - 270 mm
T [ oo o Pk Taavee [ R CVS1 EASY-M1 : Remote Monitor
CVS-LW1 : External light
A Protection diode A Protection diode CVS-LU1 : Luminescent light
Load J_r Output (Black) Internal circuit Load f | Output (Black) Internal circut CVS-C3S . Extension cable
0V Blug | j—D 12 - 24V D (Brown) |
0 CVS1 EASY (NPN) 0 CVS1 EASY (PNP)
Bank 1 Bank 1
n n (] seleplion sele;ﬂon
CVS1 easy" - It's so easy ! |2 . :
c c Easy Color Identity Sensor
Everyone wants a simple, easy to use Vision Sensor P e o
with the following features and advantages:
« Reliable detection of features that conventional Specification
photosensors cannot. CVS1 EASY-N10 CVS1 EASY-N20 CVS1 EASY-N21 CVS1 EASY-N40
. ; R CVS1 EASY-P10 CVS1 EASY-P20 CVS1 EASY-P21 CVS1 EASY-P40
» Verification of correct product assembly without the need Angle of view 0 20" pre
for precise positioning or special fixturing. Shooting distance 210 to 270 mm 90 to 150 mm 31t0 39 mm 50 to 100 mm
« Indication of pass / fail result on the display for easy visual f:;:.:t:;i:::ge (£10%) 40 X 50 to 55 X 65 mm 40 X 50 to 65 X 75 mm Whio LED 17 X 20 mm 50 X 65to 100 X 115 mm
reference in addition to digital outputs. Light brightness Approx. 77cd Approx. 38cd ‘ Approx. 21cd
 Easy operation without the need for special training or Image sensor 330000 pixel CMOS Color image sensor .-
experience Supply voltage 12t024 VDC +10 %
P . Power consumption Max. 120 mA /24 V DC
* Additional adjustment parameters to fine tune the operation. Resolution 5x 120 200 X 240
. . . Lamp duration Approx. 50000 hrs (In normal temperature and humidity, Brightness level down by 1/2 of the initial level)
e Industrial grade des:gn with IP67. Response time 11ms (Factory setting), 5.0 ms (Min.), 22 ms (Max.)
Output signal NPN/PNP open collector output 1 point, max. 100 mA Residual voltage 1.0 V or less
Input signal Bank selection 3 points, Synchronous 1 point
" " " Entry constant 12 ms (max): Bank selection 48 ps (turn ON), 450 us (turn OFF): Synchronous
Typlcal Appl IcatIOI‘IS Temperature Operating 0 to 40°C (No condensation), 35 to 85 %/RH
/ humidity Storage -20 to 70°C, 25 to 95%/RH
Vibration/shock resistance 10 to 55Hz Amplitude 1.5 mm, 500 m/s? (10 times)
Material ABS / Acryl / Polycarbonate
Protection structure P67
Weight Approx. 180 g
Dimensions
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End of film detection Packaging film Presence of Wafer
If the film is multi-colored, a photoelectric Conventional photosensors cannot detect The detection of water on a wafer is @
or mark sensor may not function stably. the tear strip if the tape wanders. possible with the CVS1 EASY. 0 ~
The CVS1 EASY can easily be setup to The CVS1 EASY does not require precise (A O e ® D
indicate the end of the film. positioning of the tape. v O O
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Nl \ Power Cable ) ) )
DC12-24V Dimensions are common among CVS1 Main Body,
To Remote Monitor CVS EASY-M1 or CVS1 EASY-M1 and CVS-LW1.

External Light CVS-LW1

~ O
Printing check
@ Specifications and technical information not mentioned here are written in Operation Manual. Or visit our website for details. World's First Palm Size Vision Sensor

@ All the warnings and cautions to know prior to use are given in Operation Manual. including Camera, Display and Lighting with Pushbutton Teach.
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Presence of drying agent in the Pinhole in fluorescent light Presence of date code printed

bottom of cookie container. This is for the inspection process of a on the bottom of container DF‘TEX

If the drying agent is a different color than fluorescent light. The CVS1 EASY can check for the OPTEX FA CO LTD

the cookies, it is possible to detect the By using a backlight and rotating the presence of printing on a container. ") "

presence of the agent in the container. fluorescent tube the CVS1 EASY s able to 607-8085 Kyoto Yamashina Takehanadounomae 46-1, Japan
identify a small pinhole. TEL. +81-(0)75-594-8123 FAX. +81-(0)75-594-8124

http://www.optex-fa.com

http://www.optex-fa.com
74569-02-RD0603







